
Trouble diagnosis of each solenoid

Enter program mode E, and let me output each solenoid forcibly

●Weight advance　solenoid

Mode　name Direct　call　number Operability Seting Specification

Ｅ
Solenoid output of output
signal　ＯＦ

ＯＦＯ． 0756 ×
ＯＮ
ＯＦ

The　output　status（ＯＮ/ＯＦＦ）of　the　solenoid
output　ＯＦ　with　the　[Ｄ,-->]　key　ＯＮ/ＯＦＦ　is
changed.　Do　not　turn　the　Ｏ４　to　Ｏ７　outputs
ＯＮ/ＯＦＦ　with　the　[Ｄ,-->]　key

●Thread cutting　solenoid

Mode　name Direct　call　number Operability Seting Specification

Ｅ
Solenoid output of output
signal　ＯＡ

ＯＡＯ． 0752 ×
ＯＮ
ＯＦ

The　output　status（ＯＮ/ＯＦＦ）of　the　solenoid
output　ＯＦ　with　the　[Ｄ,-->]　key　ＯＮ/ＯＦＦ　is
changed.　Do　not　turn　the　Ｏ４　to　Ｏ７　outputs
ＯＮ/ＯＦＦ　with　the　[Ｄ,-->]　key

●Wiper　solenoid

Mode　name Direct　call　number Operability Seting Specification

Ｅ
Solenoid output of output
signal　ＯＢ

ＯＢＯ． 0753 ×
ＯＮ
ＯＦ

The　output　status（ＯＮ/ＯＦＦ）of　the　solenoid
output　ＯＦ　with　the　[Ｄ,-->]　key　ＯＮ/ＯＦＦ　is
changed.　Do　not　turn　the　Ｏ４　to　Ｏ７　outputs
ＯＮ/ＯＦＦ　with　the　[Ｄ,-->]　key

●Backstitch　solenoid

Mode　name Direct　call　number Operability Seting Specification

Ｅ
Solenoid output of output
signal　ＯＣ

ＯＣＯ． 0754 ×
ＯＮ
ＯＦ

The　output　status（ＯＮ/ＯＦＦ）of　the　solenoid
output　ＯＦ　with　the　[Ｄ,-->]　key　ＯＮ/ＯＦＦ　is
changed.　Do　not　turn　the　Ｏ４　to　Ｏ７　outputs
ＯＮ/ＯＦＦ　with　the　[Ｄ,-->]　key

●A thread is loose　solenoid

Mode　name Direct　call　number Operability Seting Specification

Ｅ
Solenoid output of output
signal　ＯＤ

ＯＤＯ． 0755 ×
ＯＮ
ＯＦ

The　output　status（ＯＮ/ＯＦＦ）of　the　solenoid
output　ＯＦ　with　the　[Ｄ,-->]　key　ＯＮ/ＯＦＦ　is
changed.　Do　not　turn　the　Ｏ４　to　Ｏ７　outputs
ＯＮ/ＯＦＦ　with　the　[Ｄ,-->]　key
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